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therein. Whenever in the opinion of the
District Engineer any vessel is so
moored or anchored, the owner thereof
shall cause said vessel to be moved
upon notification from and within the
time specified by said District Engi-
neer.

[Regs., May 5, 1938, as amended at 25 FR 8908,
Sept. 16, 1960; 42 FR 57962, Nov. 7, 1977]

§ 207.610 St. Lawrence River, Cape
Vincent Harbor, N.Y.; use, adminis-
tration, and navigation of the har-
bor and U.S. breakwater.

(a)–(c) [Reserved]
(d) Vessels shall observe the follow-

ing rule in mooring to the breakwater:
The first self-propelled vessel stopping
at the harbor for shelter will proceed
to the upstream end of the breakwater
and moor along either side of it. All
similar vessels entering later will place
themselves in a compact position close
to those preceding them. Passenger
vessels will, in general, have preference
as to location of moorage. Sailing craft
will so locate themselves that they will
not lie in the way of other vessels en-
tering the harbor. All vessels of every
description will place themselves so as
not to interfere with any work of re-
construction or repair that may be in
progress at the time.

(e) The use of chains in making fast
to the breakwater is prohibited. Lines
must be attached to the snubbing posts
only, and outboard anchors taken in.

(f) Vessels with other craft in tow
will, if practicable, at once, moor them
compactly along the breakwater, ei-
ther taking in the towlines or placing
the slack in them upon the breakwater
in such a manner as not to interfere
with other vessels. If necessary to
moor alongside of other vessels moored
to the breakwater, the towlines shall
be taken in or disposed of in such a
manner as not to interfere with the de-
parture of vessels moored between
them and the breakwater.

(g) Vessels of every description moor-
ing to the breakwater, must place suit-
able fenders between themselves and
the breakwater to protect the timber
walings on the breakwater from dam-
age.

(h) The unloading of freight of any
class upon the breakwater is expressly
prohibited, except in accordance with

special permission from the said Dis-
trict Engineer or his representative.

(i) Each and every vessel made fast to
the breakwater, or anchored in the har-
bor without a line made fast to the
shore or shore dock, must have at least
one experienced person upon it during
the entire time said vessel is thus
moored in the harbor.

[Regs., May 6, 1938, as amended at 25 FR 8908,
Sept. 16, 1960; 42 FR 57962, Nov. 7, 1977]

§ 207.640 Sacramento Deep Water Ship
Channel Barge Lock and Approach
Canals; use, administration, and
navigation.

(a) Sacramento Deep Water Ship Chan-
nel Barge Lock and Approach Canals;
use, administration and navigation—(1)
General. The lock, its approach chan-
nels and all its appurtenances, includ-
ing the highway and railroad bridge,
shall be under the jurisdiction of the
District Engineer, U.S. Army Engineer
District, Sacramento, Federal and
Courts Building, 650 Capitol Avenue,
Sacramento, California. His designated
representative at the locality shall be
the lockmaster, who will be in imme-
diate charge of movement and position
of all water traffic while at or near the
locks and in the barge canals.

(2) Immediate control. The lockmaster
shall be charged with the immediate
control and management of the lock,
bridge, and of the area set aside as the
lock area, including the entrance chan-
nels. He shall see that all laws, rules
and regulations for the use of the lock,
bridge and the lock area are duly com-
plied with, to which end he is author-
ized to give all necessary orders and di-
rections in accordance therewith, both
to employees of the Government and to
any and every person within the Gov-
ernment lock area. Crews shall render
such assistance in the lockage of their
craft as may be required by the
lockmaster.

(3) Signals—(i) Sound. All craft desir-
ing lockage shall signal by two long
blasts followed by two short blasts of
the whistle, delivered at a distance of
one-half mile from the lock. When the
lock is ready for entrance, notice will
be given by one long blast from the
control house. Permission to leave the
lock will be one short blast given by
the lockmaster.
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